IN THE SPECIFICATION 



Page 18, please replace the paragraph beginning with "The thicker" with 
the following paragraph: 

The thicker the transparent layer 3 is, the larger the three-dimensional 
effect is; however, a larger three-dimensional effect leads to an increase in the overall 
weight of the golf shaft S. In this sense, preferably the thickness should be from 10 um 
to 100 urn. 



IN THE CLAIMS 

Please cancel claims 34-41 and 46-49 without prejudice. 

Please amend the following claims and add the following claims pursuant 
to 37 CFR 1.121 (a marked up copy of the claims is enclosed). 

1 . (Amended) A golf shaft produced by baking a plurality of fiber 
prepreg layers, the shaft being a laminate comprising: 

a main layer consisting of resin-impregnated high-strength high-elasticity 

fiber; 

a metal wire layer laid over the main layer, wherein the metal wire layer 
comprises a first metal wire layer and a second metal wire layer with a transparent layer 
disposed between the first and second metal wire layers; and 
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a layer of low-elasticity fiber, laid over the metal wire layer, impregnated 



with resin through which the underlying metal wire layer can be seen. 



2. 



(Amended) A golf shaft produced by baking a plurality of fiber 



prepreg layers, the shaft being a laminate comprising: 



a main layer consisting of resin-impregnated high-strength high-elasticity 



fiber; 



a metal wire layer laid over the main layer, which consists of metal wires 



aligned bias with respect to the axis of the main layer, wherein the metal wire layer 
comprises a first metal wire layer and a second metal wire layer with a transparent layer 
disposed between the first and second metal wire layers; and 

a layer of low-elasticity fiber, laid over the metal wire layer, impregnated 
with resin through which the underlying metal wire layer can be seen. 

13. (Amended) The golf shaft as claimed in Claim 3, wherein the 
transparent layer has a thickness from 10 um to 100 um. 

14. (Amended) The golf shaft as claimed in Claim 4, wherein the 
transparent layer has a thickness from 10 um to 100 um. 

15. (Amended) The golf shaft as claimed in Claim 5, wherein the 
transparent layer has a thickness from 10 um to lOOum. 
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16. (Amended) The golf shaft as claimed in Claim 6, wherein the 
transparent layer has a thickness from 10 urn to 100 um. 



42. (Amended) A golf club consisting of a head set on one end of 
the golf shaft as claimed in Claim 1 and a grip covering the other end, wherein the metal 
wire layer lies somewhere in the uncovered area between the head and the grip. 



50. (Newly Added) A golf shaft produced by baking a plurality 
of fiber prepreg layers, the shaft being a laminate comprising: 

a main layer consisting of resin-impregnated high-strength high-elasticity 

fiber; 

a metal wire layer laid over the main layer; and 

a layer of low-elasticity fiber, laid over the metal wire layer, impregnated 
with resin through which the underlying metal wire layer can be seen, 
the metal wire layer including: 

a first metal wire layer formed of metal wires spaced and having a 
first orientation with respect to a main axis of the main layer; 

a second metal wire layer formed of metal wire spaced and having 
a second orientation with respect to the main axis, the second orientation being different 
than the first orientation, wherein the second metal wire layer is spaced apart from the 
first metal wire layer by another layer formed therebetween. 
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5 1 . (Newly Added) The golf shaft as claimed in Claim 5 0, 
wherein the metal wires in the first orientation are aligned bias with respect to the axis 
and the metal wires in the second orientation are aligned in the bias direction opposite to 
the first metal wire layer. 

52. (Newly Added) The golf shaft as claimed in Claim 50, 
wherein the other layer between the metal wires layers comprises a transparent layer, laid 
over the first metal wire layer, which covers it with transparent material with a prescribed 
thickness. 
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